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GULDMANN GH3 Ceiling Hoist rated to 250kg. 

Fixed hoist featuring constant in-line charging. Note: 

To be installed compliant with AS1428.1 

& 2009, AS/ISO 10535:2011 and Changing Places 

specification requirements. 

HLS Room Coverage Track System rated to 250kg. 

Standard anodized rail with white side covers 

- can be powder coated white concealed or

surface mounted. Wall or ceiling mounted. 

Installed to comply to AS/ISO 10535:2011 

and Changing Places specification requirements. 

ROPOX - Adult Change Table. Height-Adjustable 

Wall mounted Table. Rated to 220kg. 180cm x 76cm 

Note To be installed to comply to AS1428.1-2009 

and Changing Places specification requirements 

Metlam Pulldown Grabrail with toilet roll holder Satin 

Stainless Steel  User Weight capacity of 190kg Note: 

To be installed to comply to AS1428.1-2009 & 

Changing Places specification requirements 

Folding Privacy Screen 1800mm x 1450mm (WxH). 

Wall-mounted 

& installed minimum 800mm-900mm 

from toilet pan. Note: To be installed to 

comply to AS1428.1-2009 and Changing 

Places specification requirements 

Telescopic Shower Rail 1200mm and Trevira Shower 

Curtain White (Standard) 140cm x 175cm and Wall 

Holder: To be installed to comply to AS1428. 

1-2009 and Changing Places specification 

requirements 

Solid Surface Resin Basin 802 wall mounted 
Support 

WBM-802 with inbuilt hand rails and shelf. Note: To be � Wash Basin installed to comply to AS1428.1 - 2009 1 
Changing Places specification requirements 

Stainless steel frame 600mm x 379mm. 

� Toilet Backrest is 300mm x 200mm. Stainless steel 

Backrest 4H18 fixings supplied. Note: To be installed to comply 

to AS1428.1-2009 and Changing Places 

specification requirements 
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